AN LEAVE SUFFICIENT WIRE

FOR DRIP LOOP

1-1/2" GALV. RSC TERMINATED
WITH A 3-WIRE TYPE F SERVICE
HEAD AND SECURED WITH

2-HOLE RIGID CONDUIT STRAPS
AND LAG SCREWS

SERVICE MAST ———

i

ALL METALLIC COMPONENTS
WITHIN FEEDPOINT MUST BE
BONDED TOGETHER AND TO

L

THE CABINET

B - BLACK

W-WHITE

R - RED
G - GROUND

NO
SCALE

METER SOCKET

WATERTIGHT
CONDUIT
CONNECTOR

120/240 VOLT.

ONE 100A TWO POLE
MAIN BREAKER

TWO 80A SINGLE

STREET LIGHTING PHOTO CELL

=

3-TERMINAL POLARIZED
TWIST-TYPE SOCKET

1,000 WATT, 120V, NORMALLY OPEN ",

POLE LIGHTING
BREAKERS

TWO 30A SINGLE
POLE LIGHTING

OH

=

N==|

FOUR MERCURY CIRCUIT RELAYS:
SINGLE POLE, 80 AMP,

240 VOLT RATING,

NORMALLY CLOSED

WITH 120 VOLT COIL

2" GALV. RIGID STEEL CONDUIT
WITH A 2" GALV. RIGID STEEL

NEUTRALEAR |

-

B

REAKERS

AND LAG SCREWS
GRADE

‘9._,,,

I:”_ :

2' NMC

' 80° ELBOW SECURED WITH
/_ 2-HOLE RIGID CONDUIT STRAPS

\ 516"
DRAIN

GROUND HOLE
LUG

#6 AWG SOLID BARE
CONDUCTOR STAPLED TO
POLE EVERY 1', OR 1/2" EMT

| hereby certify that this plan was prepared
by me or under my direct supervision and
that | am a duly Registered Professional
Engineer under the laws of the State of
Minnesota. '

Date: i? /\§!Lic. No.: 46833

N WITH GROUND CLAMPS AND
\Q #8 AWG SOLID CONDUCTOR -
CONCRETE OR
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e 5/8" DIA. X 10' GROUND ROD
\_%d /_ WITH GROUND CLAMP
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