SHIM FRAME TO MATCH GRADE,
1/2" MIN. MORTAR THICKNESS.

CASTINGS A & B
(UNLESS NOTED OTHERWISE)
STD. PLATES 2201E & 2202D
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RECONSTRUCT BRICK MANHOLE
ACCESS CONE

|~e——4'—0" CONCENTRIC ——=—]

2 STRIPS OF
RAM—NEK OR
APPROVED EQUAL
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LOCATE STEPS
TO MATCH
EXISTING STEPS

PLACE
MORTAR

FILL \

FLAT MH. JOINT

/

—

 SENOEQ |

PRECAST OR CAST IN PLACE

3" MAX ABOVE STEPS -
3" MIN ELSEWHERE

~ sEE NoTE(D)

ADJUST TO GRADE
PER STD. PL. 2321B

NOTES:

1. CONTRACTOR TO FIELD VERIFY BRICK
MANHOLE DIA. PRIOR TO ORDERING
PERCAST BASE RING

2. PROVIDE 72"X42" DIAMETER CONCRETE
BASE RING FOR 48" DIAMETER BRICK
MANHOLE. THIS MAY NEED TO VARY
IF BRICK MANHOLE DIAMETER IS
SMALLER OR LARGER

3. REMOVE EXISTING CASTING, ADJUSTING
RINGS AND BRICK RISER TO A DEPTH
OF 6’ OR AS INDICATED IN THE PLANS
OR AS DIRECTED BY THE ENGINEER.

4, PRECAST RISER SECTION TO MEET
ASTM C—478

5. JOINTS BETWEEN PRECAST SECTIONS
SHALL USE O—RING RUBBER GASKET
CONFORMING TO ASTM C—443

6. PROTECT REMAINING BRICK PORTION

CONCRETE BASE RING, (3652), —= — OF MANHOLE DURING CONSTRUCTION.
" THISK Exusbgnnc —Ps 7. MANHOLE INVERT SHALL REMAIN FREE
VIN. 1" BED OF MORTAR ! : OF CONSTRUCTION DEBRIS.
UNDER PRECAST RING Jm——
K/ >
> ~ 7

RECONSTRUCT BRICK MANHOLE — 6" DEPTH

NOTES:

SHIM FRAME TO MATCH GRADE,
1/2" MIN. MORTAR THICKNESS.

CASTINGS A & B

(UNLESS NOTED OTHERWISE)
STD. PLATES 2201E & 2202D

1. REMOVE EXISTING CASTING, ADJUSTING
RINGS AND BRICK RISER TO A LENGTH

ADJUST TO GRADE
/— PER STD. PL. 2321B

INDICATED IN THE PLANS OR AS
DIRECTED BY THE ENGINEER.

2. PRECAST RISER SECTION TO MEET
ASTM C-478

SALVAGED

3. JOINTS BETWEEN PRECAST SECTIONS
SHALL USE O—RING RUBBER GASKET
CONFORMING TO ASTM C—443

| hereby certify that this plan, speclfication or
report was prepared by me or under my direct
supervision and that | am a duly Licensed

Professional Engineer under the laws of the
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[— VARIABLE LENGTH

PRECAST CONCRETE
RISER SECTION (MIN. 127)

PRECAST CONCRETE MANHOLE RECONSTRUCTION
(OR MANHOLE ADJUSTMENT OF 18" OR GREATER)
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